CONCRETE PAVERS WITH SAND-FILLED JOINTS

1 IN. (25 MM) THICK BEDDING SAND

MIN. 12 IN. (300 MM) WIDE SEPARATION GEOTEXTILE TURN UP AGAINST WALL

CAP STONE

DENSE-GRADED COMPACTED AGGREGATE BASE

OPEN-GRADED COMPACTED AGGREGATE DRAINAGE LAYER WITH 3/4 IN. (19 MM) MINUS CLEAN STONE (TYPICAL)

SEGMENTAL RETAINING WALL, BATTER AND INSTALL GEOGRIDS AS REQUIRED BY MANUFACTURER

GEOTEXTILE AS REQUIRED

COMPACTED DENSE-GRADED AGGREGATE BASE LEVELLING PAD OVER GEOTEXTILE MIN. 6 IN. (150 MM) DEEP X 24 IN. (600 MM) WIDE

4 IN. (100 MM) DIA. PERF. DRAIN PIPE, SLOPE TO DRAIN. DAYLIGHT AT 50 FT. (15 M) MAX. CENTERS

COMPACTED SOIL SUBGRADE

NOTES:
1. MAXIMUM WALL HEIGHT = 4 FT. (1.2 M) PER ENGINEER'S DESIGN.
2. ADD RAILING AS REQUIRED PER LOCAL BUILDING CODE.